The part is available in two different versions.
ROV-GA-50 for gas pump systems and ROV-GA-150 for race fueling systems.

Pay attention to the mounting direction!

Suitable for sealing
with washer or o-ring
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The ROV-GA acts as a bleed- and ventilation valve with an integrated pressure relief valve.
The valve closes automatically in case the fuel tank is completely filled, the car gets rolled over
or when centrifugal forces occur.

Once the floating body closes the pressure relief valve opens at 145 kPa ( ROV-GA-150 )
or 43 kPa ( ROV-GA-50 )

Ph: 1300 792 997 or +61 7 3272 7999
Fax: 1300 798 189 or +61 7 3272 7982
sales@air-allied.com.au

Fir diese Zeichnung wird jeglicher gesetz-
lich vorgesehener Rechtsschutz in Anspruch
genommen.Sie darf insbesondere ohne
ausdriickliche Genehmigung weder kopiert
noch sonst vervielfalltigt, dritten Personen

& ALLIED SALES

www.air-allied.com.au
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M16x1 ,5 female thread

integrated pressure relief valve
ROV-GA-150 (cracking pressure 14+5 kPa)
ROV-GA-50 (cracking pressure 4+ 3 kPa)

floating body

metall ball
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Modellname:ROV-GA-KURZ

Zeichnungsname:ROV-GA-50-150-KUNDE SIZE A3
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